Author(s)
C. N. Chinnasamy, J. Y. Huang, L. H. Lewis, B. Latha, C. Vittoria, and V. G. Harris
Direct chemical synthesis of high coercivity air-stable SmCo nanoblades
C. N. Chinnasamy, J. Y. Huang, L. H. Lewis, B. Latha, C. Vittoria et al.

Citation: Appl. Phys. Lett. 93, 032505 (2008); doi: 10.1063/1.2963034
View online: http://dx.doi.org/10.1063/1.2963034
View Table of Contents: http://apl.aip.org/resource/1/APPLAB/v93/i3
Published by the American Institute of Physics.

Related Articles
Temperature dependence of microwave voltage emission associated to spin-transfer induced vortex oscillation in magnetic tunnel junction

0.7BiFeO3-0.3BaTiO3-Y3Fe5O12 composites with simultaneously improved electrical and magnetic properties

Weak ferromagnetic ordering in Ca doped polycrystalline BiFeO3

Comment on “The electromagnetic property of chemically reduced graphene oxide and its application as microwave absorbing material” [Appl. Phys. Lett. 98, 072906 (2011)]

Large anisotropic remnant magnetization tunability in (011)-La2/3Sr1/3MnO3/0.7Pb(Mg2/3Nb1/3)O3-0.3PbTiO3 multiferroic epitaxial heterostructures

Additional information on Appl. Phys. Lett.
Journal Homepage: http://apl.aip.org/
Journal Information: http://apl.aip.org/about/about_the_journal
Top downloads: http://apl.aip.org/features/most_downloaded
Information for Authors: http://apl.aip.org/authors

ADVERTISEMENT

LakeShore Model 8404
NEW AC/DC Hall Effect System
Measure mobilities down to 0.001 cm²/Vs

Downloaded 30 Jan 2012 to 129.10.105.52. Redistribution subject to AIP license or copyright; see http://apl.aip.org/about/rights_and_permissions
Direct chemical synthesis of high coercivity air-stable SmCo nanoblades

C. N. Chinnasamy,1,a) J. Y. Huang,2 L. H. Lewis,3 B. Latha,1 C. Vittoria,1 and V. G. Harris1
1Center for Microwave Magnetic Materials and Integrated Circuits, Department of Electrical and Computer Engineering, Northeastern University, Boston, Massachusetts 02115-5000, USA
2Sandia National Laboratories, Center for Integrated Nanotechnologies, Albuquerque, New Mexico 87185, USA
3Department of Chemical Engineering, Northeastern University, Boston, Massachusetts 02115-5000, USA

(Received 25 March 2008; accepted 1 July 2008; published online 25 July 2008)

Ferromagnetic air-stable SmCo nanoparticles have been produced directly using a one-step chemical synthesis method. X-ray diffraction studies confirmed the formation of hexagonal SmCo5 as a dominant phase. High resolution transmission electron microscopy confirms the presence of uniform, anisotropic bladelike nanoparticles approximately 10 nm in width and 100 nm in length. Values of the intrinsic coercivity and the magnetization in the as-synthesized particles are 6.1 kOe and 40 emu/g at room temperature and 8.5 kOe and 44 emu/g at 10 K, respectively. This direct synthesis process is environmentally friendly and is readily scalable to large volume synthesis to meet the needs for the myriad of advanced permanent magnet applications. © 2008 American Institute of Physics. [DOI: 10.1063/1.2963034]

Rare earth–transition metal (RE-TM) compounds with iron or cobalt as the TM constituent and one of the magnetic light REs, i.e., Pr, Nd, or Sm, as the RE constituent are especially well-suited for use as high-temperature, high-performance permanent magnets.1–12 In the RE-TM intermetallic compounds, the RE unpaired 4f electrons provide the magnetocrystalline anisotropy, which is potentially much stronger than the shape anisotropy, whereas the TM 3d electrons provide most of the magnetization and determine the Curie temperature. The Sm–Co binary equilibrium phase diagram indicates seven intermetallic compounds (RE:TM ratios 2:1, 1:5, 2:7, 1:3, 2:9, 4:1, and 3:1) that are stable under standard atmospheric conditions. Among these, SmCo5 and Sm2Co17 are the most important permanent magnetic materials in the SmCo system. Both SmCo5 and Sm2Co17 materials adopt hexagonal close packed (hcp) structures where Co dumbbell ion pairs are present in alternating layers along the crystallographic c axis. The easy magnetization direction of these SmCo intermetallic compounds is along the c axis and the room temperature magnetocrystalline anisotropy constant is of the order of 10^8 erg/cm^3.13 Furthermore, these compounds exhibit a very high Curie temperature (Tc=1020 K), which makes them superior to other classes of permanent magnetic materials, such as FePt (Tc=750 K) and Nd2Fe14B (Tc=585 K), for high-temperature applications. However, the high reactivity of SmCo nanoparticles renders them prone to rapid oxidation, making the synthesis of nanostructured SmCo5 extremely difficult. Until now, two standard processing methods, i.e., ball milling and melt spinning, have been employed in the fabrication of nanostructured SmCo5 magnets. However, these techniques provide limited control of the size and shape of the final magnetic particles. Solution-phase chemical synthesis approaches have been applied to the preparation of monodispersed magnetic nanoparticles14 and have been extended to the synthesis of SmCo5 nanoparticles. Specifically, bycoupling the reduction of samarium acetyacetonate, Sm(acac)3, with the thermal decomposition of cobalt carbonyl, Co2(CO)8, SmCo particles were formed.14 In Ref. 14, Sm and Co were demonstrated to possess the appropriate 1:5 molar ratio; however, there was no conclusive evidence that the hcp-structured SmCo5 phase was formed nor were hard magnetic properties confirmed at room temperature. Recently SmCo5 was synthesized by high-temperature reductive annealing of core/shell-structured Co/Sm2O3 nanoparticles15 at temperatures between 900 and 1100 °C under an inert atmosphere in the presence of metallic Ca and KCl. This calciothermic coreduction process is similar to the synthesis of bulk SmCo5.3 The direct chemical synthesis of SmCo-based nanoparticles exhibiting high coercivity has been a long-standing goal for the magnetic materials community due to potential applications of these nanomagnets as high-performance permanent magnets and, most importantly, for their potential as aligned exchange-coupled nanocomposite magnets.16,17 Here we describe a direct chemical synthesis method to produce size-, shape-, and composition-controlled, highly coercive air-stable SmCo nanoparticles. This technique is based upon reduction of metal salts in a liquid polyol medium that acts as both a solvent and as a reducing agent for the synthesis of metal and alloy nanoparticles.18 The reduction reaction kinetics of the process are enhanced by (i) controlling the environment of the polyol medium and (ii) adding appropriate surfactants that limit the oxidation of RE ions when coreduced with TM particles. The RE-TM nanoparticles produced by this method may be further protected by application of an organic coating generated during the process from additives.

The synthesis of SmCo nanoparticles was carried out by employing mixtures of high-purity (99.99%) cobalt and samarium nitrates in the desired Co:Sm ratio dissolved in tetraethylene glycol. The total metal ion concentration was 0.02M in all experiments. The mixture was nitrogenated for approximately 1 h in a glove box. Poly(vinylpyrrolidone) was added as a capping agent to protect the particles from oxidation. The solution was heated between 373 and 573 K for various reaction times. After the mixture was cooled to room temperature, a black magnetic powder was recovered by centrifugation and rinsed in ethanol and redispersed in nonpolar solvents. It is noteworthy that the chemicals used in

a)Electronic mail: nchinnas@ece.neu.edu.
the processing of these particles are environmentally friendly and can be readily recycled during large scale synthesis.

The crystal structure of the as-synthesized SmCo nanoparticles was characterized by x-ray powder diffractometry (XRD) (Rigaku-Ultima III, Cu Kα radiation). Elemental analyses were carried out using an energy dispersive x-ray analysis (Hitachi 2100). The size and morphology of the nanoparticles were characterized using a Tecnai F30 high-resolution transmission electron microscope (HRTEM) (300 kV) and low-resolution TEM JEOL 1010 (100 kV) instruments. Magnetic measurements for the randomly oriented particles mounted in a pyrex capsule were made with a Quantum Design physical property measurement system (PPMS 6000) under applied magnetic fields ranging between ±6 T and at temperatures ranging from 10 to 300 K. Field cooled (FC) and zero field cooled (ZFC) thermomagnetic curves were measured from 10 to 350 K in an applied field of 100 Oe to investigate the magnetic uniformity of the sample. No demagnetization corrections were applied.

Since Sm has a very high negative reduction potential, i.e., −2.30 V, it is important to co-reduce Sm and Co metal salt to successfully form SmCo nanoparticles. Researchers have found that the reduction rate of RE components is enhanced by introducing an appropriate amount of TM ions into liquid polyol. For example, without Co ions the reduction of samarium alone is difficult even after 12 h of reaction time. However, when Co ions were introduced simultaneously with Sm ions in a polyol medium, a mixture of (fcc/hcp) Co phase with an intermediate amorphous Sm2O3 phase was formed. The formation of the intermediate Sm2O3 phase favors the rapid generation of dissolved Co species that are finally reduced to form crystalline SmCo nanoparticles. Figure 1 shows the XRD pattern of the SmCo nanoparticles prepared by the direct chemical synthesis method described here. The XRD data were collected under atmospheric conditions. No evidence of samarium oxide phases nor of metallic fcc/hcp Co or its oxides were observed even after exposure to air for six months. The diffraction peaks are indexed to standard patterns of the hexagonal phases of SmCo5 (dominant phase) and Sm2Co17 (space group P6/mmm). The calculated lattice parameters for the SmCo5 phase are \( a = 0.4991 \) (±0.002) nm and \( c = 0.3977 \) (±0.002) nm. These lattice parameters are to be compared with Ref. 21 bulk sample values of \( a = 0.4998 \) nm and \( c = 0.3983 \) nm. The experimental lattice parameters of the Sm2Co17 phase are \( a = 0.8367 \) (±0.002) nm and \( c = 0.8192 \) (±0.002) nm, and should be compared with the (Ref. 22) values of \( a = 0.8373 \) nm and \( c = 0.8165 \) nm. The air-stable SmCo samples also contain trace amounts of the rhombohedral 2-17 phase as indicated by the presence of the peak appearing at 2\( \theta = 28.67^\circ \). The diffraction peak intensity ratios for the as-synthesized SmCo5 particles (i.e., \( I_{111} > I_{200} > I_{110} > I_{101} \)) are different from those for the bulk SmCo5 (i.e., \( I_{111} > I_{101} > I_{110} \sim I_{200} \)). We attribute this anomaly to the anisotropic morphology of the SmCo particles. Further, the anisotropic morphology of the SmCo particles was substantiated by the TEM analysis while selected area electron diffraction (SAED) showed similar crystallographic sample texturing.

Elemental mapping analysis of the nanoparticles carried out using field emission scanning electron microscopy (Carl Zeiss SUPRA25) indicated that Sm and Co are evenly distributed in the particles. Figures 2(a)–2(c) show low and high magnification TEM images of the SmCo nanoblades synthesized at the reaction temperature of 573 K, respectively. It is evident that the as-synthesized air stable hcp-SmCo nanoparticles exhibit high crystallinity with an anisotropic blade-like structure. One can clearly see from Fig. 2(a) that there is no evidence supporting the presence of small/second degree particles in these samples. Later, we discuss FC and ZFC thermomagnetic results that further substantiate these data. The nanoblades have a uniform morphology with an average width of \( \sim 10 \) nm and length of \( \sim 100 \) nm. Subsequent experiments, not reported here, indicate that the size and morphology of the particles (nanoblades, nanospheroids, and nanospheres) is strongly dependent on the reaction conditions. The high-resolution TEM image, Fig. 2(e), indicates that each blade is a single crystal with hexagonal stacking of layers, and the growth direction of the blade is along the (100) direction (perpendicular to the (200) planes).
The shape of the initial magnetization curve suggests that the SmCo nanoparticles are larger than the superparamagnetic limit which would be evident in the thermomagnetic data. Additional heat treatment procedures are not required to realize high intrinsic coercivity and high magnetization. XRD studies confirm the formation of hcp-SmCo nanoparticles while HRTEM micrographs reveal a bladelike morphology in which the dimensions are ~10 nm in width and ~100 nm in length. Values of the intrinsic coercivity and the magnetization for the as-synthesized particles are 6.1 kOe and 40 emu/g and 8.5 kOe and 44 emu/g, at room temperature and 10 K, respectively. Our findings suggest that these nanoblade particles are appropriate for the synthesis of high energy-product single-phase and nanocomposite RE-TM magnetic compacts that may satisfy the needs for advanced permanent magnets, magnetic and magneto-optical recording media, and biomedical applications. The process described here may be readily scaled for large volume industrial synthesis at modest costs and is anticipated to prove effective as an alternative means of producing high energy product RE-TM magnets. Further, the chemistry used in the processing is environmentally friendly and can be readily recycled during large scale synthesis. This work makes clear that direct chemical synthesis of RE-TM nanoparticles with well-controlled shapes, sizes, and structures is a practical reality.25

This work was performed, in part (i.e., HRTEM), at the Center for Integrated Nanotechnologies, a U.S. Department of Energy, Office of Basic Energy Sciences user facility. Sandia National Laboratories is a multiprogram laboratory operated by Sandia Corporation, a Lockheed-Martin Company, for the U. S. Department of Energy under Contract No. DE-AC04-94AL85000.

10Y. Wang, Y. Li, C. Rong, and J. P. Liu, Nanotechnology 18, 465701 (2007).
21ECPDS Card No. 65-0085.
22ECPDS Card No. 35-1368.
23C. N. Chinnasamy (unpublished).